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SECTION 15410 - PLUMBING FIXTURES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY

A. This Section includes plumbing fixtures and related components.

B. Related Sections include the following:
1. Division 15 Section "Plumbing Specialties" for backflow preventers and specialty fixtures not in this

Section.

1.3 DEFINITIONS

A. Accessible Fixture:  Plumbing fixture that can be approached, entered, and used by people with
disabilities.

B. Fitting:  Device that controls flow of water into or out of plumbing fixture.  Fittings specified in this Section
include supplies and stops, faucets and spouts, shower heads and tub spouts, drains and tailpieces, and
traps and waste pipes.  Piping and general-duty valves are included where indicated.

1.4 SUBMITTALS

A. Product Data:  Include selected fixture and trim, fittings, accessories, appliances, appurtenances,
equipment, and supports and indicate materials and finishes, dimensions, construction details, and flow-
control rates for each type of fixture indicated.

B. Shop Drawings:  Diagram power, signal, and control wiring and differentiate between manufacturer-
installed and field-installed wiring.

C. Maintenance Data:  For plumbing fixtures to include in maintenance manuals specified in Division 1.

1.5 QUALITY ASSURANCE

A. Source Limitations:  Obtain plumbing fixtures, faucets, and other components of each category through
one source from a single manufacturer.

1. Exception:  If fixtures, faucets, or other components are not available from a single manufacturer,
obtain similar products from other manufacturers specified for that category.
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B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, Article 100,
by a testing agency acceptable to authorities having jurisdiction, and marked for intended use.

C. Regulatory Requirements:  Comply with requirements in ICC A117.1, "Accessible and Usable Buildings
and Facilities"; Public Law 90-480, "Architectural Barriers Act"; and Public Law 101-336, "Americans with
Disabilities Act"; about plumbing fixtures for people with disabilities.

D. Regulatory Requirements:  Comply with requirements in Public Law 102-486, "Energy Policy Act," about
water flow and consumption rates for plumbing fixtures.

E. NSF Standard:  Comply with NSF 61, "Drinking Water System Components--Health Effects," for fixture
materials that will be in contact with potable water.

F. Select combinations of fixtures and trim, faucets, fittings, and other components that are compatible.

G. Comply with the following applicable standards and other requirements specified for plumbing fixtures:
1. Vitreous-China Fixtures:  ASME A112.19.2M.
2. Water-Closet, Flushometer Tank Trim:  ASSE 1037.

H. Comply with the following applicable standards and other requirements specified for lavatory faucets:
1. Backflow Protection Devices for Faucets with Hose-Thread Outlet:  ASME A112.18.3M.
2. Faucets:  ASME A112.18.1M.
3. Pipe Threads:  ASME B1.20.1.
4. Supply and Drain Fittings:  ASME A112.18.1M.

I. Comply with the following applicable standards and other requirements specified for miscellaneous fittings:

1. Atmospheric Vacuum Breakers:  ASSE 1001.
2. Brass and Copper Supplies:  ASME A112.18.1M.
3. Manual-Operation Flushometers:  ASSE 1037.
4. Plastic Tubular Fittings and Piping:  ASTM F 409.
5. Tubular Brass Drainage Fittings and Piping:  ASME A112.18.1M.

J. Comply with the following applicable standards and other requirements specified for miscellaneous
components:
1. Floor Drains:  ASME A112.21.1M.
2. Hose-Coupling Threads:  ASME B1.20.7.
3. Off-Floor Fixture Supports:  ASME A112.6.1M.
4. Pipe Threads:  ASME B1.20.1.
5. Plastic Toilet Seats:  ANSI Z124.5.
6. Supply and Drain Protective Shielding Guards:  ICC A117.1.

1.6 COORDINATION

A. Coordinate roughing-in and final plumbing fixture locations, and verify that fixtures can be installed to
comply with original design and referenced standards.

PART 2 - PRODUCTS
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2.1 MANUFACTURERS

1. Available Products: Subject to compliance with requirements, products that may be incorporated
into the Work include, but are not limited to, the products specified in other Part 2 articles.

2. Available Manufacturers: Subject to compliance with requirements, manufacturers offering
products that may be incorporated into the Work include, but are not limited to, the manufacturers
specified in other Part 2 articles.

2.2 WATER CLOSETS

A. Water Closet (WC-1) American-Standard Cadet II #2216.143 or Kohler Highline #K-3427 floor mounted,
siphon jet, max. 16-1/2" high elongated vitreous china bowl with 2" fully glazed trapway; close coupled
vitreous china tank cover and bolt caps.

1. Church #9500NSSC solid white plastic, open front elongated seat with check hinge and stainless
steel hinge posts.

2. Flexible copper or brass supply riser with wheel handle compression stop.

2.3 LAVATORIES

A. Lavatory (L-1) American-Standard New Lucerne #0356.015 or Kohler Kingston #K-2006 lavatory with 8"
drilling, wall hung, with wall hanger; vitreous china bowl with overflow and integral backsplash; size - 20" x
18."

1. American-Standard Heritage #6802.102V with 032704-0020 vandal resistant aerator or Kohler
Triton II #7443-T supply fitting, 8" spread with 2-1/2 gpm flow restrictor; perforated gird waste and
tailpiece.

2. 1-1/4" x 1-1/2" 17-gauge tubular brass slip joint type P-trap.
3. Flexible brass supply risers with wheel handle compression stops.
4. Concealed commercial chair carrier as required.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine roughing-in for water soil and for waste piping systems and supports to verify actual locations
and sizes of piping connections and that locations and types of supports match those indicated, before
plumbing fixture installation.  Use manufacturer's roughing-in data if roughing-in data are not indicated.

B. Examine walls, floors, and cabinets for suitable conditions where fixtures are to be installed.

C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 FIXTURE INSTALLATION

A. Assemble fixtures, trim, fittings, and other components according to manufacturers' written instructions.
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B. For wall-hanging fixtures, install off-floor supports affixed to building substrate.

1. Use carrier supports with waste fitting and seal for back-outlet fixtures.
2. Use carrier supports without waste fitting for fixtures with tubular waste piping.
3. Use chair-type carrier supports with rectangular steel uprights for accessible fixtures.

C. Install floor-mounting fixtures on closet flanges or other attachments to piping or building substrate.

D. Install wall-hanging fixtures with tubular waste piping attached to supports.

E. Install fixtures level and plumb according to manufacturers' written instructions and roughing-in drawings.

F. Install water-supply piping with stop on each supply to each fixture to be connected to water distribution
piping.  Attach supplies to supports or substrate within pipe spaces behind fixtures.  Install stops in
locations where they can be easily reached for operation.

1. Exception:  Use ball, gate, or globe valve if stops are not specified with fixture.

G. Install trap and tubular waste piping on drain outlet of each fixture to be directly connected to sanitary
drainage system.

H. Install tanks for accessible, tank-type water closets with lever handle mounted on wide side of
compartment.

I. Install toilet seats on water closets.

J. Install faucet-spout fittings with specified flow rates and patterns in faucet spouts if faucets are not
available with required rates and patterns.  Include adapters if required.

K. Install water-supply, flow-control fittings with specified flow rates in fixture supplies at stop valves.

L. Install faucet, flow-control fittings with specified flow rates and patterns in faucet spouts if faucets are not
available with required rates and patterns.  Include adapters if required.

M. Install traps on fixture outlets.

1. Exception:  Omit trap on fixtures with integral traps.
2. Exception:  Omit trap on indirect wastes, unless otherwise indicated.

N. Install escutcheons at piping wall ceiling penetrations in exposed, finished locations and within cabinets
and millwork.  Use deep-pattern escutcheons if required to conceal protruding fittings.  Refer to Division 15
Section "Basic Mechanical Materials and Methods" for escutcheons.

O. Seal joints between fixtures and walls, floors, and counters using sanitary-type, one-part, mildew-resistant,
silicone sealant.  Match sealant color to fixture color.  Refer to Division 7 Section "Joint Sealants" for
sealant and installation requirements.

3.3 CONNECTIONS

A. Piping installation requirements are specified in other Division 15 Sections.  Drawings indicate general
arrangement of piping, fittings, and specialties.
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B. Connect water supplies from water distribution piping to fixtures.

C. Connect drain piping from fixtures to drainage piping.

D. Supply and Waste Connections to Plumbing Fixtures:  Connect fixtures with water supplies, stops, risers,
traps, and waste piping.  Use size fittings required to match fixtures.  Connect to plumbing piping.

E. Supply and Waste Connections to Fixtures and Equipment Specified in Other Sections:  Connect fixtures
and equipment with water supplies, stops, risers, traps, and waste piping specified.  Use size fittings
required to match fixtures and equipment.  Connect to plumbing piping.

F. Ground equipment.

1. Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values.  If manufacturer's torque values are not indicated, use those specified in
UL 486A and UL 486B.

3.4 FIELD QUALITY CONTROL

A. Verify that installed fixtures are categories and types specified for locations where installed.

B. Check that fixtures are complete with trim, faucets, fittings, and other specified components.

C. Inspect installed fixtures for damage.  Replace damaged fixtures and components.

D. Test installed fixtures after water systems are pressurized for proper operation.  Replace malfunctioning
fixtures and components, then retest.  Repeat procedure until units operate properly.

E. Install fresh batteries in sensor-operated mechanisms.

3.5 ADJUSTING

A. Operate and adjust faucets and controls.  Replace damaged and malfunctioning fixtures, fittings, and
controls.

B. Adjust water pressure at faucets to produce proper flow and stream.

C. Replace washers and seals of leaking and dripping faucets and stops.

3.6 CLEANING

A. Clean fixtures, faucets, and other fittings with manufacturers' recommended cleaning methods and
materials.  Do the following:

1. Remove faucet spouts and strainers, remove sediment and debris, and reinstall strainers and
spouts.

2. Remove sediment and debris from drains.
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3.7 PROTECTION

A. Provide protective covering for installed fixtures and fittings.

B. Do not allow use of fixtures for temporary facilities unless approved in writing by Owner.

END OF SECTION 15410


